Farebna multifunkéna tlaciaren formatu A3

BP-70C36

Konstrukcia pripravena na buduicnost s prisnymi
bezpecnostnymi funkciami a vynikajucimi funkciami
pre hybridnu pracu.

+ Farebna multifunkéna tlaciaren s rychlostou tlace 36 stran za mindtu,
bezproblémovou integraciou a pripojenim na cloudové aplikacie pre
podnikové procesy

« Zabudovany konektor Microsoft® Teams posiliuje spolupracu tym, Ze
umoznuje priamy a bezpecny pristup pre tlac alebo skenovanie
zvasich kanélov Microsoft® Teams.

+ Zabezpecte svoje data, zariadenia a siet pomocou volitelného
softvéru Bitdefender na ochranu pred malvérom.

« Bezpecna tlac z verejnych cloudovych Ulozisk alebo skenovanie do
nich rychlo a lahko pomocou funkcie jednotného prihlasenia

« Skenovanie rychlostou aZ 280 snimok za minutu s volitelnou

detekciou chybného zavedenia papiera na eliminéciu narusenia
produktivity.

www.sharp.sk

Funkcne bohaté hardvérova platforma a riesenie podporujice
hybridné pracovné prostredie.

Spickové funkcie ochrany systému a dat vratane zabezpecenia

na baze systému BIOS a standardného modulu Trusted Platform
Module zaistuju zabezpecenie dévernych dat.

Interakcia s multifunkénou tlaciarfiou priamo z mobilného zariadenia
cez Wi-Fi, AirPrint, Bluetooth, NFC a QR kod.

10,1-palcovy farebny ovladaci LCD panel pontka pouZivatelské
rozhranie v Style smartfénu, ktoré ulahcuje pristup k vsetkym
funkciam aich pouzivaniu.

Rozsiahle moZnosti dokoncovacich Gprav vratane skladacej jednotky
prinasaju este vacsiu flexibilitu tlacového vystupu.

SHARP

Be Original.


https://www.sharp.sk
https://www.sharp.sk/cps/rde/xpdp/sk/BP70C36/30000
https://www.sharp.sk/cps/rde/xpdp/sk/BP70C36/30000
https://www.sharp.sk
https://www.sharp.sk

Konfiguracie

—ER—

12. BP-FD10

BN BN AN AN

01.BP-DE12  02.BP-DE13 03.BP-DE14 04. BP-DE15

15. BP-FN15

16. BP-FN16

13. BP-FN13 m—— 08. MX-LT10
09. MX-TR20 N —&
L— . I' 07. BP-TR12
10.BP-FN11 |
14. BP-FN14 ’ 06. BP-UT10
11. BP-RB10 BASE UNIT 05. BP-LC10

Konfiguracie sa moZu lisit v zavislosti na regidne. DalSie informéacie ziskate od svojho lokélneho obchodného zastupcu Sharp
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* 1,648 mm when finisher tray and exit tray are extended.

Rozmery st uvedené s pridavnym zariadenim. Pridavné zariadenia sa moZu lisit v zavislosti od regionu.



Pridavné zariadenia

Zakladna jednotka Dokoncovacie funkcie

01. BP-DE12 Stand with 550-sheet paper drawer 07. BP-TR12 Exit Tray Unit

550 sheets*, SRA3 - A5R (60 - 300 g/m2) 08. MX-LT10 Long Paper Feeding Tray

02. BP-DE13 Stand with 2 x 550-sheet paper drawer Recommended for banner printing

550 sheets* each for lower and upper trays, SRA3 - A5R (60 - 300 g/m2) 09. MX-TR20 N Job Separator Tray

03. BP-DE14 Stand with 3 x 550-sheet paper drawer Requires BP-TU10 Exit Tray Cabinet

550 sheets* each for lower and upper trays, SRA3 - A5R (60 - 300 g/m2) 10. BP-FN11 Inner Finisher

04. BP-DE15 Stand with 550 + 2100-sheet paper drawer A3 - B5 (offset/staple), SRA3 - A5R (non offset)

Upper tray: SRA3 - A5R, 550 sheets* (60 - 300 g/m2) Offset tray (upper): max. 500-sheet paper capacity*

Lower tray (Left): A4, 1,200 sheets* (60 - 105 g/m2) Stapling capacity: max. 50-sheet multi-position staple*

Lower tray (Right): A4 - B5, 900 sheets* (60 - 105 g/m2) Manual Stapling: 1-point at rear (Flat), 45 sheets (64 g/m2), 40 sheets (80 g/m2)
05. BP-LC10 Large Capacity Tray Stapleless capacity: max. 10-sheet (64 g/m2), 8 sheet (65 - 81.4 g/m2), 6 sheet

(81.5-105 g/m2)

11. BP-RB10 Paper Pass Unit

Required when using BP-FN13, BP-FN14, BP-FN15 & BP-FN16

12. BP-FD10 Folding Unit

200 sheets*, A3, B4, A4R (Z-fold & half fold), A3, A4R (C-Fold, Accordion fold), 60 -

3,000 sheets*, A4 - B5 (60 - 220 g/m2)
06. BP-UT10 Utility Table
BP-DD10 Double Feed Detection Kit

Eliminates double feeding of paper while scanning

256 g/m2

Tlac

MX-PF10 Barcode Font Kit 13. BP-FN13 1k Finisher

Enables barcode printing A3W - A5R (offset/staple), SRA3 - ASR (non offset)
Offset tray (upper): max. 1,000-sheet paper capacity*
Stapling capacity: max. 50-sheet multi-position staple*

Skenovanie

AR-SU1 Stamp Unit

Marks already scanned documents for checking
14. BP-FN14 1k Saddle Stitch Finisher

A3W - ASR (offset/staple), SRA3 - A5R (non offset)
Fax Offset tray (upper): max. 1,000-sheet paper capacity*
BP-FX11 Fax Expansion Kit Stapling capacity: max. 50-sheet multi-position staple*

MX-FWX1 iFax Expansion Kit Saddle stitch tray (lower): 7 sets (11-15 sheets), 10 sets (6-10 sheets), 20 sets (1-5
sheets). 15 sheets max per set

Ulozisko
BP-SD10 High Capacity SSD 15. BP-FN15 3k Finisher
512GB SSD A3 - B5 (offset/staple), SRA3 - A5R (non offset)
Offset tray (upper): max. 3,000-sheet paper capacity*
Stapling capacity: max. 65-sheet multi-position staple*
Sharp OSA®

Manual Stapling: 1-point at rear (Flat), 45 sheets (64 g/m2), 40 sheets (80 g/m2)

MX-AMX1 Application Integration Module i
Stapleless capacity: max. 10-sheet (64 g/m2), 8 sheet (65 - 81.4 g/m2), 6 sheet
(81.5-105 g/m2)

Zabezpecenie

BP-FR12U Data Security Kit 5 .
16. BP-FN16 3k Saddle Stitch Finisher

A3 - B5 (offset/staple), SRA3 - A5R (non offset)

Commercial version

BP-VD10 Virus Detection Kit .
Offset tray (upper): max. 3,000-sheet paper capacity*

Stapling capacity: max. 65-sheet multi-position staple*
Manual Stapling: 1-point at rear (Flat), 45 sheets (64 g/m2), 40 sheets (80 g/m2)

Stapleless capacity: max. 10-sheet (64 g/m2), 8 sheet (65 - 81.4 g/m2), 6 sheet
(81.5-105 g/m2)

Saddle stitch tray (lower): 10 sets (11-20 sheets), 15 sets (6-10 sheets), 25 sets (1-5
sheets). 20 sheets max per set

MX-PN14B/C/D Punch Modules (3, 2/4, 4 wide) for BP-FN11
MX-PN15B/C/D Punch Modules (3, 2/4, 4 wide) for BP-FN13/BP-FN14
MX-PN16B/C/D Punch Modules (3, 2/4, 4 wide) for BP-FN15/BP-FN16

* Number of sheets based on 80 g/m2



Technické Udaje

VSEOBECNE

Rychlost farebnej tlace str./min. (A4)
Rychlost €B str./min. (A4)

Rychlost farebnej tlace str./min. (A3)
Rychlost €B str./min. (A3)

Velkost papiera: max.-min.
Hmotnost papiera (g/m2)

Kapacita papiera: stand. (harkov)
Kapacita papiera: max. (harkov)
Doba zahrievania (s)

Pamait vSeob. min./max. (GB)

SSD

Kapacita SSD (GB)

Duplex

Prikon - nominalne lokalne napitie AC (Hz)
Spotreba energie (kW)

Rozmery (mm)

Hmotnost (kg)

PODAVAC DOKUMENTOV
Kapacita originalov (harkov)

EVIDENCIA DOKUMENTOV

Evidencia dokumentov (§tandardne / volba)
Kapacita evidencie dokumentov - hlavné a
uZivatelské priecinky (strany)

Kapacita evidencie dokumentov - rychly
priecinok so suibormi (strany)

UloZené tlohy

Ukladacie prie€inky

FAX

Fax ($tandardne [ volba)
Metéda kompresie
Komunikaény protokol
Doba prenosu (s)
Rychlost modemu (bps)
RozliSenie prenosu

Velkost dokumentu (min.)

Velkost dokumentu (max.)

Pamiit (GB)

Urovne odtiefiov sivej

Registracia vytacania; rapidna/rychla volba
Vysielanie (max. miest urceni)

BEZDROTOVA LAN

Bezdréotova LAN (Standardne / Volitelne)
Protokoly
ReZimy pristupu

Bezpecnost

36

36

18

18

ABR - SRA3
55-300

650

6300

16

5

STD/OPT

256 /512

STD

200 - 240V, 50 / 60 Hz
1.84

609 X 662 x 860
86

300

STD
20000

10000

Kopirovanie, tla¢, skenovanie,
prenos faxu

Priecinok rychleho pristupu k
suborom, hlavny priecinok,
pouZivatelsky prieginok (max.
1000)

OPT

MH /MR /MMR / JBIG
Super G3/G3

2

33600 - 2400

STD 203.2 x97.8 dpi / Ultra Fine
406.4 x 391 dpi

A5

A3

4

256

2000

500

STD

IEEE802.11a/b/g/n/ac

RezZimy infrastruktira, reZim
pristupového bodu (softvér AP)
WEP, WPA / WPA2-mixed PSK, WPA
/ WPA2-mixed EAP, WPA2-PSK,
WPA2-EAP, WPA2 / WPA3-mixed
PSK / SAE, WPA3 SAE, WPA2 /
WPA3-mixed EAP, WPA3 EAP

KOPIRKA

Velkost papiera originalov (max.)
Doba do prvej képie far. (s)

Doba do prvej képie €B (s)
E-triedenie Standard.

Nepretrzité kopirovanie (max. képii)
RozliSenie skenu CB (dpi)

RozliSenie skenu fareb. (dpi)
RozliSenie tlace (dpi)

Gradacia (ekvivalentné trovne) - farebné
Rozsah zoomu (%)

Prednastavené pomery kopirovania

SKENER

Sietovy skener (Standardne / volba)
Metéda skenovania Push a Pull
RozliSenie skenu (dpi)

Formaty stiborov

Miesta urcenia skenu Plocha

Miesto urcenia skenu FTP, E-mail
Miesto urcenia skenu sietovy priecinok
Miesto uréenia skenu pamit USB

TLACIAREN

RozliSenie (dpi)

Sietova tlaciareni (Standardne / volba)
Rozhranie $tandard./volitelné

Podporované OS Standardne

Sietové protokoly
Tlaé. protokoly

PDL $tand./volit.
Dostupné pisma

KONECNA UPRAVA

Max. kapacita vystupu
Kapacita zoSivania (listov) Max.
Sedlové zositie

Off-setovy posun

Dierovanie

VYTAZNOST TONERA

Cierna (pocet stran pri 5% pokryti)
Aziirova (pocet stran pri 5% pokryti)
Purpurova (pocet stran pri 5% pokryti)
Z1ta (pocet stran pri 5% pokryti)

A3

6.5

4.6

9,999

600 x 600, 600 x 400, 600 x 300
600 x 600

1200 x 1200, 600 x 600, 9600 x 600
256

25-400

10

STD

75, 100, 150, 200, 300, 400, 600, 50 -
9600

TIFF, PDF, PDF / A-1a, PDF / A-1b,
Sifrované PDF, kompaktné PDF,
JPEG, XPS, prehladavatelné PDF,
Microsoft Office (pptx, xlsx, docx),
TXT (UTF-8), RTF

1200 x 1200, 600 x 600, 9600 x 600
STD Ethernet

USB 2.0, USB 3.0, 10Base-T /
100Base-TX / 1000Base-T, volitelna
podpora sekundarnej LAN
Windows 8.1, 10, 11. Windows
Server 2012, 2012R2, 2016, 2019.
Mac 0S X 10.10, 10.11, 10.12, 10.13,
10.14,10.15,11,12

TCP /P (IPv4, IPv6)

LPR, Raw TCP (port 9100), POP3
(tla¢ e-mailu), HTTP, FTP na
stahovanie tla¢ovych stborov, IPP,
SMB, WSD

STD PCL 6, Adobe® PostScript® 3™
80 (PCL), 139 (Adobe PostScript 3)

500 - 3000
65

OPT

STD

OPT

40000
24000
24000
24000

Kon3trukcia a technicka 3pecifikacia sa mdzu bez predchadzajiiceho oznamenia zmenit. V3etky informacie boli v €ase tlace korektné. Microsoft, Excel, PowerPoint, OneDrive, SharePoint, Active Directory, Windows Server, a Windows
st registrovanymi obchodnymi zndmkami alebo obchodnymi znamkami spolognosti Microsoft Corporation v USA a/alebo inych krajinach. Adobe a PostScript 3 st registrovanymi obchodnymi zndmkami alebo obchodnymi
znamkami spolo&nosti Adobe Systems Incorporated v USA a/alebo inych krajinach. Ochranna zndmka Google Drive sa pouZziva so stihlasom spolo¢nosti Google LLC. Box je obchodnou znémkou, sluzobnou zndmkou alebo
registrovanou obchodnou zndmkou spolo&nosti Box, Inc. QR kéd je registrovanou obchodnou zndmkou spoloénosti DENSO WAVE INCORPORATED v Japonsku a dal3ich krajinach. AirPrint a Mac sti obchodnymi zndmkami spolo&nosti
Apple Inc., registrovanymi v USA a dal3ich krajinach. PCL je registrovanou obchodnou zndmkou spoloénosti Hewlett-Packard Company. Qualcomm DirectOffice je produktom spolo&nosti Qualcomm Technologies, Inc. a/alebo jej
pridruZenych spoloénosti. Qualcomm je obchodnou zndmkou spolo&nosti Qualcomm Incorporated, registrovanou v USA a dal3ich krajinach. DirectOffice je obchodnou zndmkou spoloénosti CSR Imaging US, LP, registrovanou v USA
a dalsich krajinach. Vietky ostatné nazvy spolocnosti, vjrobkov a logotypy st ochrannymi znsmkami alebo registrovanymi obchodnymi znamkami ich prislusnych vlastnikov. ©Sharp Corporation, marec 2022. Ref: Udajovy list

BP-70C36. V3etky ochranné zndmky potvrdené. E&OE.
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